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Nominal Output in BTU’s   

Fuel Type 
 

  

Fuel Supply Connection   

Electric requirement 
 

  

Liquid Fuel Capacity 
 

  

Run Time at maximum Output 
 

  

Duct Size 
 

  

Weight (Unpackaged) (lb) 
 

  

Stovepipe Opening Size 
 

  

Special/Additional Features:  

 


	106860-PKD
	106860-PKD

	Company Name: HDT Expeditionary Systems, Inc.
	Part Number or NSN: 106860-PKD; NSN: 4520015206477
	Type: 
	Type Comments: Space Heater
	Output: 
	Output Comments: 60,000 BTU/Hr
	Fuel Type: 
	Fuel Type Comments: DF2, DF1, DFA, JP8, Kerosene
	Fuel Supply Connection: 
	Fuel Supply Connection Comments: 1/4" quick disconnect
	Electric Req: 
	Electric Requirement Comments: n/a
	Liquid Fuel Capacity: 
	Liquid Fuel Capacity Comments: Attaches to Standard 5-gallon Fuel Can
	Run Time at maximum Output: 
	Run Time at maximum Output Comments: 16 hours
	Duct Size: 
	Duct Size Comments: 12" x 6'
	Weight Unpackaged lb: 
	Weight Unpackaged lb Comments: 130
	Stovepipe Opening Size: 
	Stovepipe Opening Size Comments: n/a
	SpecialAdditional Features: The MTH60 is a self-powered, liquid fuel burning, and ducted heater. A thermoelectric
generator supplies power for combustion and air handling. Built for optimum efficiency
and reliability in strategic field operations, the MTH60 is designed to deliver 600 CFM
clean, heated air to personnel shelters. Included with this heater are: storage bag,
battery charger adaptor, fuel can stand (2-can capacity), air duct (qty of 2), gravity feed
adaptor, fuel hose, debris grill, technical manual, and heavy-duty transport bag. Color Green


